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SAFETY CONSIDERATIONS 
 

1. Unplug the machine when servicing ï failure to do this could cause serious 
injury. 

2. If the power cord is damaged, the manufacturer, its service agent, or a similarly 
qualified person must replace it. 

3. Permanent bypass of any safety switches may cause serious injury. 
4. Refer to the ñMachine Mountingò section of the manual for proper installation 

instructions. 
5. A three prong grounded outlet must be used to power this machine. 
6. Do not overload power circuits. 
7. Do not use extension cords to run power to this machine. 

 

 

UNPACKING 
 
When a machine is received, it should be carefully unpacked and checked closely for any 
possible damage.  If a freight company is involved and there is some damage, they 
should be notified immediately.  The machine should NOT be installed until such time as 
the freight company inspects it and can make out their report. 
 

Please remove and save packing materials for later use. 
 

The following items should be packed in the carton: 
 

QUANTITY            DESCRIPTION 
 

1                    8 -COLUMN PULL-TAB VENDING MACHINE 
1 Fuse ï 6 ı AMP 
8  Short Weights 
8  Three Tab Adaptors 
8                 Inside White Pushbutton Backs 
8     Clear Pushbutton Covers 
8 Pushbutton labels - $.25 
8 Pushbutton labels - $.50 
8 Pushbutton labels - $1.00 
8             Pushbutton labels - $2.00 
1 Machine Manual 
4 Machine Keys - 4 for each door 
1                   Hex Wrench (For Adjustment Procedure) 
1                   Card Hook 
1 Card Display Holder 

 1 Warranty certificate 
 

*If the machine is equipped with a modem, an alarm, or a printer an Options Manual will 
be included as well. 
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MACHINE DIAGRAM 
 

 
 
 
 

MACHINE MOUNTING 
 

If machine mounting to a wall is required, there are four holes at the back of the base with 
16ò spacing. Lag screws and washers (not supplied) can be used to fasten the machine 
to a wall. 
If mounting to the floor is desired, holes in the base are provided, however the casters 
must be removed 
 

 

 
 
 


