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SAFETY CONSIDERATIONS 
 

Unplug the mechanism when servicing ï failure to do this could cause 
serious injury. 

 
UNPACKING 

  
When the mechanism is received, it should be carefully unpacked and checked 
closely for any possible damage.  If a freight company is involved and there is 
damage, please notify them immediately.  They will need to thoroughly inspect 
the damage and fill out a report.  Please do not touch the mechanism until this 
has been done.  
 
Please remove and save packing materials for later use. 
 
STANDARD MACHINE PACKING LIST 
 

QUANTITY 
1 
1 
1 
1 
1 
1 

 

DESCRIPTION 
Mechanism 
Hex key (side of mechanism) 
Card weight 
Card hook 
Warranty certificate 
Operation Manual 

OPTIONAL EQUIPMENT 
 

DOCC Board ï this board is used to control the mechanism using a parallel 
interface (switch closure or bill acceptor pulse).   
 

Mag Board ï this board is used to control the mechanism using a serial 
interface. 
 

Power supply with harnesses ï the power supply will plug directly into the 
mechanism to supply DC power (+5 and +12-15). 
 

Mech Evaluation Kit 
 

USB Cable 
 

DB9 Cable 
 

Other_________________________________________________________ 
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MECHANISM MOUNTING 
 

Each mechanism has four holes located at the bottom of the mechanism.  Please 
see drawings below for dimensions.  Different models may have different 
mounting patterns. 

IM-SC16, IM-PT, IM-1DEBIT/A 
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IM-SM1B 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

IM-SM2 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


